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MMBTA05,MMBTA06,MMBTA55,MMBTA56
NPN AND PNP HIGH VOLTAGE TRANSISTOR
VOLTAGE 60~80 Volts 225 mWatts

FEATURES
• NPN and PNP silicon, planar design

•  Collector current IC = 100mA
•  In compliance with EU RoHS 2002/95/EC directives
    

MECHANICAL  DATA
•  Case: SOT-23, Plastic

•  Terminals: Solderable per MIL-STD-750, Method 2026

•  Approx. Weight: 0.008 gram

•  Marking :
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MMBTA05,MMBTA06,MMBTA55,MMBTA56

ELECTRICAL CHARACTERISTICS (TA=25OC unless otherwise noted)
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MMBTA05,MMBTA06,MMBTA55,MMBTA56

Figure 2. Current–Gain — Bandwidth Product Figure 3. Capacitance

Figure 4. Switching Time
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Figure 5.  DC Current Gain
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Figure 6. “ON” Voltages

10 5001.0

IC, COLLECTOR CURRENT (mA)

1.0

0.8

0.6

0.4

0.2

0
100

TJ = 25°C

V,
 V

O
LT

A
G

E
 (

V
O

LT
S

)

VBE(sat) @ IC/IB = 10

VCE(sat) @ IC/IB = 10

VBE(on) @ VCE = 1.0 V

0.5 2.0 5.0 20020 50

Approve Sheet Part Number:: MMBTA05_SERIES

Fax : 02-25215390     極象有限公司     Tel : 02-25651052



PAGE  .  4STAD-NOV.30.2005

MMBTA05,MMBTA06,MMBTA55,MMBTA56

Figure 7. Collector Saturation Region Figure 8. Base–Emitter Temperature
Coefficient
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MOUNTING PAD LAYOUT

•  Packing information

T/R - 12K per 13" plastic Reel

                    T/R - 3K per 7" plastic Reel

ORDER INFORMATION

LEGAL STATEMENT

Copyright PanJit International, Inc 2009
The information presented in this document is believed to be accurate and reliable. The specifications and information 
herein are subject to change without notice. Pan Jit makes no warranty, representation or guarantee regarding the 
suitability of its products for any particular purpose. Pan Jit products are not authorized for use in life support devices or 
systems. Pan Jit does not convey any license under its patent rights or rights of others. 
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